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UBIQUITI UNIFI U7 PRO WALL

Cena celkem:

. BéZné cena:

L Usetiite:
Kéd zbozi:
Part No.:
Zaruka:
Stav:

09.03.26 15:14:33

4 875 K¢

(bez DPH: 4 029 K¢)
5 363 K¢

488 K¢

NAAUBT1169
U7-Pro-Wall

26 més.

Nové zbozi

Popis

Ubiquiti UniFi U7 Pro Wall

Jednotka Ubiquiti UniFi U7 Pro Wall je Wi-Fi 7 AP s podporou frekvencnich pdsem 2,4, 5 a 6 GHz a pfenosovou rychlosti az
5764 Mbps pro 6 GHz, 4324 Mbps pro 5 GHz a 688 Mbps pro 2,4 GHz. Model U7 Pro Wall se vyznacuje kompaktnim a
elegantnim provedenim s montazi na sténu (volitelné pod omitku ¢i na stdl). Podporuje PoE+ napéjeni.

Vas prohlize¢ nepodporuje video HTML5.

UniFi U7 Pro Wall je designové povedené vnitini hotspotové feSeni vyuzivajici standard 802.11a/b/g/n/ac/ax/be. Je
vybaveno anténnim systémem MIMO 2x2 v podobé integrovanych antén se ziskem 4 dBi/ 5 dBi/ 6 dBi (2,4 GHz/ 5 GHz/

6 GHz).

Wi-Fi 7 s podporou 6 GHz

6 datovych proudd

Pokryti 140 m’

WPA3 Sifrovani

Vice nez 300 pfipojenych zafizeni

Montdaz na sténu (volitelné pod omitku ¢i na stal)
Napdjeni pomoci PoE+ (802.3at)

Provozni teplota -30 az +60 °C

Uplink 2,5 GbE

Sprava pomoci aplikace UniFi Network: verze 8.1 a novéjsi.



U7 Pro Wall
with Paintable Flush Mount

U7 Pro Wall Cloud Gateway

Professional Switch

Uy

U7 Pro Wall
with Table Stand

Konfiguraci a spravu UniFi zarizeni umoznuje aplikace UniFi Network, kterd je predinstalovana na UniFi OS konzolich (UniFi
Dream Machine, Dream Router, Dream Wall, Express, Cloud Gateway Ultra atd.). Alternativou je volné dostupny software
UniFi Network Server, uréeny pro instalaci na vlastni pocita¢ nebo server (Windows, MacQS, Linux). Software UniFi Network
Server je neustale vylepSovan, a proto doporucujeme vzdy pouzivat aktudini verzi, kterou stahujte na strankach Ubiquiti v
sekci Download. Vice informaci o tomto produktu se dozvite také na Skoleni Ubiquiti.

ZAKLADNI SPECIFIKACE

Standard: 802.11a/b/g/n/ac/ax/be

Anténa: integrovana 3pasmova anténa, 4 dBi (2,4 GHz) + 5 dBi (5 GHz) + 6 dBi (6 GHz)
Provozni frekvence: 2,4 GHz, 5 GHz, 6 GHz

Rychlost pienosu dat: 688 Mbps (2,4 GHz), 4324 Mbps (5 GHz), 5764 Mbps (6 GHz)
PoE: ano, aktivni PoE+ 802.3at

Porty: 1x 2,5 GbE RJ-45

Rozmeéry: 150 x 103 x 36 mm

Hmotnost: 580 g

Manual (montazni navod):

% Ubiquiti UniFi U7 Pro Wall
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Status LED light

150 mm

|

Versatile deployment with optional
Paintable Flush Mount and Table Stand accessories

Tri-radio
24/5/6GHz
!

6-stream WiFi 7
access point
1,500 ft?
coverage
300+ connected
devices

36 mm

2.5 GbE PoE+ in
RJ45 port

Reset button



https://download.asm.cz/inshop/prod/I4WIFI/UBNT/U7-Pro-Wall/U7-Pro-Wall-1.jpg



https://download.asm.cz/inshop/prod/I4WIFI/UBNT/U7-Pro-Wall/U7-Pro-Wall-2.jpg

