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PLANET VGW-420FO

04.11.25 4:12:22

Cena celkem: 6 265 K¢

(bez DPH: 5 177 K¢)
Bézna cena: 6 891 K¢
USetfite: 626 K¢
Kdd zbozi: NETPLA2558
Part No.: VGW-420FO
Zaruka: 26 més.
Stav: Nové zbozi

Popis

PLANET VGW-420FO

4portova VolP SIP brana FXO, kterd poskytuje kompletni feSeni pro integraci hlasové datové sité na sjednocenou
komunikaci. Je uréena pfedevsim pro firmy s pobo¢kami a pomaha podnikim Setfit penize za dalkové hovory.
Brana pIné vyhovuje standardu IETF SIP RFC3261 a poskytuje celkové feSeni pro integraci hlasovych datovych siti.
Disponuje vestavénym SIP Trunk a zabezpecenim TLS/SRTP.

Transition Your Analog Phone Line to Unified Communications for Improved VolP Functionality

APorl SIP VolP Galeway

NEW-A200

Aplikace SIP



IETF SIP RFC3261 na protokolech UDP/TCP/TLS

4x FXO pripojeni k analogovému telefonu nebo telefonni Ustfedné
Faxovani pres T.38 a Pass-through

Kédovani hlasu ITU-T G.711 A-law, G.711 p-law, G.723.1 a G.729
DTMF (v/mimo pasmo), RFC2833 / SIP INFO

Potlaceni ozvény (echa) dle ITU-T G.168, do 128 ms

Podpora SIP Trunk a ID volajiciho: DTMF/Pulse Dialing/FSK

Internetové funkce

Podpora SNMP v1/v2c/v3

Podpora VLAN 802.1P a 802.1Q

Podpora Layer 3 QoS a DiffServ

Podpora STUN (RFC 3489) a Outbound Proxy

Podpora TR069 a automatické zfizovani (Auto Provisioning)
Podpora zabezpeceni TLS/SRTP

ZAKLADNI SPECIFIKACE

Pripojeni: 3x 10/100 Base-TX RJ-45 (2x LAN + 1x WAN), 4x RJ-11/FXO
Napajeni: externi adaptér DC 12 V, 2 A (soucdsti baleni)

Provozni teplota: 0 az +50 °C

Rozméry: 242 x 152 x 35 mm

Hmotnost: 853 g
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Compliant with standard SIPv2.0 RFC 3261
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Web/Telnet SIP2.0 {RFC3281)
4 x FXs (VGW-420F5) \ / T.38 [ Pass-thorough

4 % FX0 (VGW-420F0) \ / SIP Trunk
Auto Provision \
IPV4 /IPVE & \

Answer Delay
Busy Tone Detection

/- WAD f CNG

URL / Web ACL Caller ID: FSK DTMF
Layer 3 QoS [ Diffserv DTMF / Pulse Dialing
SIP TLS / SRTP TRO69 TR181

SMNMPW1 /W2 V3 Configuration Backup / Restoration

802.1P / 802.1Q VLAN

234567

VGEW-420 Series

VGW-420 Series

Block Anonymous Call



